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PROJECT WORKS NOTES:

This Drawing is copyright to O'Leary Sludds Architects Ltd.,

and shall not be used, reproduced or disclosed in part or in

whole to any other party without the prior written permission

of O'Leary Sludds Architects Ltd.

This Drawing is to be read in conjunction with all other

drawings, documents and specifications for the project works.

This Drawing must not be scaled off. All dimensions in

millimeters unless otherwise stated. All dimension omissions

or discrepancies to be reported to O'Leary Sludds Architects

Ltd. for clarification and confirmation prior to proceeding.

Main Contractor responsible for ensuring all works completed

by them are in compliance with current Building Regulations

at the time of construction.

Main Contractor responsible for setting out the works,

coordination of the works and cross checking of all works prior

to construction, ordering, fabrication or installation. Main

Contractor to report all and any discrepancies to the project

Architect on discovery of same prior to proceeding.

Main Contractor is responsible for notifying the Architect of all

and any missing information needed in order to price,

understand, coordinate or construct the project works.

Refer to Civil/Structural Engineer's drawings and documents

for all Civil and Structural works in this project.

Refer to Building Services Engineer's drawings and

documents for all Mechanical and Electrical works in this

project.
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A 16.02.2022 TG R1 - RAMP REVISION

R1 SECTIONAL ELEVATION TO RAMPED ACCESS ROUTE5
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S1 SECTION TO STEPPED ACCESS ROUTE1

SCALE 1:50@A1
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TYPICAL EXTERNAL BALUSTRADE DETAIL (ELEVATION)3
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TYPICAL EXTERNAL BALUSTRADE DETAIL (SECTION)4

SCALE 1:5@A1

R1 PLAN TO RAMPED ACCESS ROUTE6

SCALE 1:100@A1

R1 SECTION OF RAMPED ACCESS ROUTE

ELEVATION OF PEDESTRIAN BARRIER AT BUS SET DOWN7

SCALE 1:20@A1

TYPICAL ELEVATION DETAIL OF PEDESTRIAN GATES9

SCALE 1:20@A1

TYPICAL PLAN DETAIL OF PEDESTRIAN GATES8

SCALE 1:20@A1

CONTRACTOR TO SUBMIT 'SHOP' DRAWINGS

INDICATING ALL PROPOSED HANDRAILS, SUPPORTS

AND FIXINGS IN THE PROJECT WORKS, FOR

ENGINEERS APPROVAL PRIOR TO MANUFACTURE.

B 09.03.2022 TG to Area at Entrance & Parking bay

Level Access Concrete Surface
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