UNDERSIDE OF ROOF FINISH

ROCKWOOL FIREPRO O.E.AA.
LINEAR TYPE 2/3 FIRE STOP

STRIPS.

TYPE 2 TO BE FITTED AS
RECTANGULAR PIECES, ACCURATELY
BUTT JOINTED AND COMPRESSED
BY AT LEAST 5% IN THICKNESS

TYPE 3 TO BE FITTED TO GIVE A
TIGHT AND ACCURATE FIT, CLOSELY
FOLLOWING THE PROFILE OF THE
GAP.

GAP AT THE JUNCTION OF WALL

AND ROOF NOT TO BE MORE THAN
50mm.

11mm GYPROC HARD COAT O.E.A.A
TO ALL INTERNAL BLOCKWORK TO
GYPROC RECOMMENDATIONS USING
GYPROC GYPPRIME O.E.A.A. BASE
COAT FIRST ON ALL WALLS. APPLY
GYPROC SKIMCOAT O.E.AA. AS
FINISHING PLASTER TO ALL
INTERNAL WALLS
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100mm DENSE CONCRETE BLOCK
TO ENGINEERS SPECIFICATION &
DETAIL

11mm GYPROC HARD COAT O.E.A.A
TO ALL INTERNAL BLOCKWORK TO
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NULLIFIRE S707/60 O.E.A.A.
INTUMESCENT BASECOAT PAINT
APPLIED TO ALL STRUCTURAL
STEEL IN THE PROJECT — NO
EXCEPTIONS REGARDLESS OF
REGULATIONS EXEMPTIONS.

PAINT TO PROVIDE 60 MIN FIRE
PROTECTION. ALL APPLICATIONS TO
MANUFACTURES RECOMMENDATIONS.

AIRLESS SPRAY APPLICATION
REQUIRED. NOT BRUSH PAINTED.

ENSURE ALL STEEL SURFACES ARE
CLEAN, UNDAMAGED, DRY AND
PRIMED WITH NULLIFIRE O.E.A.A.
RECOMMENDED PRIMERS PMO015,
PMO19, PM020 OR PMO21.

PAINT IS NOT PERMITTED TO GET
WET ONCE APPLIED.

PAINT IS ONLY TO BE APPLIED
WHEN THE AIR AND STEEL
TEMPERATURES ARE ABOVE 5°C,
AND RELATIVE HUMIDITY TO BE
BELOW 80%, WITH STEEL
TEMPERATURES A MINIMUM OF 3°C
ABOVE DEW POINT.

PROJECT WORKS NOTES:

This Drawing is copyright to O'Leary Sludds Architects Ltd.,
and shall not be used, reproduced or disclosed in part or in

whole to any other party without the prior written permission
of O'Leary Sludds Architects Ltd.

This Drawing is to be read in conjunction with all other
drawings, documents and specifications for the project works.

This Drawing must not be scaled off. All dimensions in
millimeters unless otherwise stated. All dimension omissions
or discrepancies to be reported to O'Leary Sludds Architects
Ltd. for clarification and confirmation prior to proceeding.

Main Contractor responsible for ensuring all works completed
by them are in compliance with current Building Regulations
at the time of construction.

Main Contractor responsible for setting out the works,
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LAID ON FLAT TO ENGINEERS
SPECIFICATION & DETAIL

ROCKWOOL FIREPRO O.E.AA.
INSULATED FIRE SLEEVE TO
PROVIDE 60 MIN FIRE PROTECTION.

50mm.

coordination of the works and cross checking of all works prior
to construction, ordering, fabrication or installation. Main
Contractor to report all and any discrepancies to the project
Architect on discovery of same prior to proceeding.
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Main Contractor is responsible for notifying the Architect of all
and any missing information needed in order to price,
understand, coordinate or construct the project works.

Refer to Civil/Structural Engineer's drawings and documents
for all Civil and Structural works in this project.

Refer to Building Services Engineer's drawings and
documents for all Mechanical and Electrical works in this
project.

ANY GAPS UP TO 25mm WIDE
AROUND THE PIPEWORK TO BE
FILLED WITH ROCKWOOL ACOUSTIC
INTUMESCENT SEALANT O.E.AA..
FOR GAPS GREATER THAN 25mm
WIDE ROCKWOOL FIRESTOP
COMPOUND O.E.AAA. TO BE USED.

SERVICES PIPES
RANGING FROM
15—165mm OUTSIDE
DIAMETER.

WHERE PIPES ARE
UNINSULATIONED A MI

M AANANAANAN
ROCKWOOL FIREPRO O.E.AA. J

INSULATED FIRE SLEEVE TO
PROTRUDE FROM THE WALL
SURFACE BY 25mm FOR NON
COMPARTMENT WALLS AND 1000mm
FOR COMPARTMENT WALLS.

ALL MATERIALS TO BE INSTALLED

TO MANUFACTURES DETAILS AND
RECOMMENDATIONS.
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U SERVICE PIPE COLLAR DETAIL

THICKNESS OF INSULATED FIRE
SLEEVE TO MATCH SERVICE PIPE
INSULATION. WHERE FOIL FACED
INSULATION IS USED ON THE PIPE
ALL JOINTS TO BE TAPED WITH
SELF ADHESIVE FOIL TAPE,
INCLUDING THE JOINTS WHERE THE
INSULATED FIRE SLEEVE BUTTS THE
EXISTING INSULATION.

WHERE PIPES ARE UNINSULATED A
MINIMUM OF 25mm THICK
INSULATED FIRE SLEEVE TO BE
USED.
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